
 

GPRS Programming GS2060 for PowerSeries 

 
Tech Support: 0800 11 HELP 

This is NOT a replacement for the Installation manual – it is simply a “Help Note” 
You should read the Manual and have an understanding of Network terminology before attempting any installation 

 

Things you need before you start: 
• You will need a Laptop or PC loaded with DLS 5 
• You should be using a  PK5500 Full LCD keypad to help you program the panel 
• Your panel must be a DSC PC1616/1832/1864 v4.1 or higher 
• The Panel’s  Installer Code (default: 5555)   Installer Code: _ _ _ _  
• The Monitoring Receiver’s IP Address   Receiver IP: _ _ _ . _ _ _ . _ _ _ . _ _ _    
• The Monitoring Account Code            Account Code: _ _ _ _  
• The Monitoring Receiver Port (default 3061) 
• SIM Card – Vodafone or 2 Degrees (Telecom SIM cards are NOT compatible) 
• The GPRS providers Public Access Point Name (APN) 

o Vodafone APN  =  www.vodafone.net.nz  
o 2 Degrees APN  =  internet 

Note: The APN is case sensitive - program it in lower case. 
Note: The Monitoring Receiver Port MUST be entered in Hexadecimal if entering using keypad; port 3061 = 0BF5 

Important: SIM card MUST be initialised first AND must also be inserted BEFORE GS2060 module is powered up! 

 
Panel Programming: 
Enter Programming [*][8] then [Installer Code]  

Enter Section -> [167], change to 060 – this is the GPRS/Ethernet wait time for acknowledgement 

[301], enter to ‘DCAA’ – this will call ALL Receivers enabled in section [851][006] 
• or enter ‘DCDD’ – this will call ONLY GPRS Receiver 1 – (panel v4.5 or higher) 
• or enter ‘DCEE’ – this will call ONLY GPRS Receiver 2 – (backup receiver, v4.5 or higher) 

[310], enter the Monitoring Account Code followed by ‘FF’ 

 [311]-[318], - enter the Monitoring Account Code for the Partitions being used (Partition 1-8) 

  [350], change the communication format to ‘04’ SIA Format 

  [380], ensure option ‘1’ is ON – enables panel communication 

[382], ensure option ‘5’ is ON – enables the GPRS/Ethernet Module 

Note: [301]-[303], The Leading ‘D’ is entered by default - do NOT delete it. 
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GS2060 Programming: 
GS2060 programming is done using DLS 5 software 
 Direct connect to GS2060 and fully upload the GS2060 first, then make the following changes 

[005], ensure option ‘4’ is ON for GS2060 to be the primary communication path 

[006], ensure option ‘4’ is ON – this enables GPRS Receiver 1 
• (Option ‘5’ enables GPRS Receiver 2 – optional) – toggle OFF if not used 

[021], enter the Monitoring Account Code followed by ‘FF’ 

[201], enter 6 zero’s (00 00 00) followed by the Monitoring Account Code 

[203], enter the Monitoring Receiver IP Address 

[204], enter the Monitoring Receiver Port 

[205], enter the APN for the mobile SIM provider 

 Download changes to the GS2060 

Note: The GS2060 can be programmed using the keypad; however the APN can ONLY be programmed using DLS 5. 
 



 




