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Model 3000 / Access 4000

SYSTEM OVERVIEW
&
INTRODUCTION TO
PROGRAMMING

This section provides both an overview of the programming structure of the system along with specific
information about identifying items to program, selecting and identifying options, configuring the
LAN and using the LCD Terminal.
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SYSTEM OVERVIEW

System Hardware
The system utilizes different types of modules to achieve the expandability and the broad range of functionality it offers.
Severa of the modules also have additional expansion and interface board options to further enhance their capabilities.

Modular Design & Expandability.

Modular hardware design provides the ability to adapt and expand the system to cater for virtually any configuration or
application required - small or large. Large numbersof LCD Terminals, Input/Output Expanders and Reader Modules can
share a secure, monitored LAN system utilizing a fast, efficient communications format. Up to 250 modules can be
connected on the system, with alimit of 99 modules of any particular type. (Actual numbers of each module type varies
with Memory size and configuration selected) With the current range of modules available, this arrangement can provide
up to 2000 Zone inputs and hundreds of Auxiliaries on a single system with 512k Memory Expansion fitted.

System LAN.
Thesystem LAN (Local AreaNetwork) isa3 or 4 wire network used to connect the modulesin asystem. Usingthe

recommended cabling, modules on the LAN can be installed up to 1500 metres from the Control Module, or even further
when LAN Isolators or Optical Fibre modems are used.

Data protection ensures secure LAN communications, while the programmable supervisory reporting system
continuously monitorsthe network to detect cable tamper, cable fault conditions, modul e off-line and modul e substitution.
The data format used in the LAN has been devel oped to ensure fast, reliable communications regardless of system size.

For larger systems and complex sites, LAN Isolators are used to provide opto-isolation between sections of the
LAN, eliminate potential earth loop problems, improve surge protection, provide signal level restoral for improved
performance over longer cabling distances and offer a monitored “loop” LAN wiring option for a higher level of LAN

integrity.

The Modules.

* Theheart of the systemisthe Control Module. Thisunit storesall data, communicateswith all modules connected to
the system LAN, and reports alarms & system activity to the Central Station. The Module has on-board power supply
& battery charger and connections are provided for 16 Zone Inputs, 2 Sirens and 2 Auxiliary outputs (expandable to
10).

* To operate the system and edit databases an Elite LCD Terminal isnormally used. The LCD Terminal providesa 20
key backlit keypad, a backlit Liquid Crystal Display and connections for several Zone Inputs and Auxiliary outputs.

* The Touchscreen Terminal offers an aternative end-user interface providing an intuitive, user friendly touchscreen
with colour backlit display for operations such as arming/disarming Areas, isolating/de-isolating | nputs, acknowledg-
ing alarms, building automation control and viewing system status, event messages and the historical event log.

e Zone Expandersare used to provide 16 or 32 additional Inputs, 2 Sirens and 8 to 32 Auxiliaries, and can be installed
remotely in suitable locations to greatly reduce the amount of cabling required to detectors and output devices.

* 8 Zone Mini Expanders also provide additiona Inputs (8) and Auxiliaries (8) as well as providing special input
processing options for Event Counting and Duress/Holdup buttons.

¢ 1 Door and 2 Door Access Modules are installed near the Door/s to provide Reader interfacing and up to 10 Inputs
and 8 outputs (2 Door Access Module, 995012), including lock relays, for complete Door monitoring & control. Inthe
rare event of loss of communications, Door Access can be provided for 15, 31 or 127 “Backup Card” holders.

¢ Intelligent 4 Door Access Modules are installed near the Door/s to provide Reader interfacing and al necessary
Inputs and outputs, including lock relays, for complete Door monitoring & control. Intherare event of oss of commu-
nications, the on-board database ensures that normal Access control operation is maintained and logged.

¢ Analogue Modules provide an interface to monitor analogue quantities from up to 4 independent sensors alowing
valuesto be viewed, and events activated when values exceed or drop below programmable trigger points.

* LAN Power Supply Modules provide flexible, general purpose, battery-backed power supply solutions with the
added advantage of immediate status reporting of Power Supply conditions and problems viathe LAN network.

* RF Expander Modules provide reliable Wireless Detector monitoring & also allow a variety of single and multi-
button Fobs to be used. Fob programming options allow an Area, Auxiliary or Zone control action to be defined for
each button on each Fob.
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Summary of Module | nputs and Outputs.

M odule Type Zones System Total Physical
I nputs Auxiliaries | Auxiliaries

No. | Letter | Name

0 C Controller 16 32 32 10

1 T LCD Termind 2 8 8 4

2 K Touchscreen Terminal Keypad 0 8 32 0

3 B Big Expander 32 10 32 32
(Universal Expander configured for 32 Zones)

4 R Reader Module (1 / 2 Door Access Module) | 8 8 8 8

5 N Wireless Network (Snet/Inov. virtual module) | 16

6 M M ini Expander 8 9 8 8

7 E Expander (162) 16 10 16 16
(Universal Expander configured for 16 Zones)

8 I I ntelligent 4 Door Access 16 24 16 12

Q Analogue Module 6 3 8 4

10 Spare

1 P LAN Power Supply 2 16 4

12 F RF Expander 32 6 4 0

On some Modules, a number of the Zone Inputs have pre-defined functions. These can only be used as genera purpose
Zone Inputs if the operation relating to the pre-defined function is not being implemented.
These instances are as follows:

M odule Type Zonel |Zone?2 |Zone3 |[Zoned [Zoneb5 Zone 6 Zone 7 Zone 8
LCD Terminal Reed T [REX T

1-Door Acc Module [Reed T |REX T Tongue |Arm buttnt
W'proof Terminal Reed t [REX T Tongue

2-Door Acc Module* |D1 Reedt |D1 RENT |D1 REXT [D2 RENtT |D2 Reed |D1 Tongue |D2 Tongue |D2 REX t
Zone9 |Zone 10 |(Zone 11 |Zone 12 |(Zone 13 Zone 14 Zone 15 Zone 16
IFDAM D1 Reed |D2 Reed (D3 Reed |D4 Reed |D1 Tongue [D2 Tongue |D3 Tongue [D4 Tongue

NOTES:
* Type 2, 2-Door Access Modulein 2 Door mode.
t  2-state (non-EOL) Zone Inputs. Must not be used if tamper/fault monitoring of the circuit is required.

System Management.
Upload/Download softwareis availablefor system Programming and M anagement, allowing the option of local or remote
connection with operator password protection.

- Insight isWindows based and provides full support for all Type 2 Panels, V5 and later. Type 1 PanelsV2.0 or later are
also supported. Insight V4 or later provides extended support, while Insight V1 to V3.2 supports Enrolment only.
Insight Installer is a free licensed Installers tool.
Insight Express and Insight Professional are System Management software products incorporating dynamic
graphics capabilities, alarm handling, report generation and many other features.
- WhDirect is a Windows based Installers tool and supports V3.0 to V6.0. (Now superceded by Insight Installer)
Note: The version of PCDirect or WDirect should be the same or higher than the Panel firmware version number.
- DOS based PCDirect supports all versions up to V4.0.
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Alarm System

I ntroduction

Areas

Security management operation is designed around the concept of Areas. Areas are groups of Inputs (points) such as
movement detectors that can be collectively enabled when the Areais turned on or disabled when the Areais turned off.
The system determines which Areas each User can control during which times and with which options.

[ nputs
An Area can contain one or more detection devices or other devices (wired to Zone Inputs) and/or one or more System

Inputs. If aZone detects an intruder or a System Input isactivated (e.g. Low Battery, Cabinet Tamper, etc.) it will only be
actioned if the Areathat the Input isin, isturned ON. The action which istaken when an Input is activated in a particular
Area (e.g. activate Siren/s, activate Auxiliaries, report to Central Station, etc.) is determined by how that Input is pro-
grammed in that particular Area

An Input can be programmed into more than one Area. The Alarm action taken by an Input when in the Alarm condition
is dependent on how that Input is programmed in each Area, and on the Area/s being turned ON.
Thisalowsaparticular Input alarm to be actioned in different ways depending on what Areasit is assigned to, and which
of those Areas are ON.

Process Groups

Defining how an Input will be actioned in each Area is primarily done by allocating an appropriate Process Group, to
every Input in each Areathat itisassigned to. Process Group programming includes defining the Input states (Seal/Alarm/
Tamper/Isolate) that will be recognised, Entry/Exit delay processing options, Reporting & message options, and Auxiliary
and Siren control options.

The chart below shows how Area and Process Group programming will detemine how the Input/Output items such as
Inputs, Sirens and Auxiliaries will be processed.

SIRENS MESSAGES AUXILIARIES
Activate as per Activate as Activate as per
Area and defined in Area and
Process Group Process Group Process Group
programming. programming. programming.
A N N
N N N
AREA
N N N
N AN N
PROCESS
SIREN LIST INPUTS GROUPS TIMEZONE
Sirens that will Inputs to be __ Assigned to each e Option to
activate for this processed in o ) Restrict when
Area this Area. Input. Defines how item is valid.
Input is processed.

VAN
N
VAN

ALT. PROCESS
GROUP

N

SIRENS

NOTE: The Expanders, LCD Terminals and Reader Modules fitted and programmed into your system will determine:
-the Zone Inputs and System Inputs that will need to be programmed and assigned to Areals,

-the Siren Outputs available for inclusion in the Siren Lists

-the Auxiliaries available that can be assigned to Area actions and functions.
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Access Control

| ntroduction

The“3000” & “Access4000” productsintegrate Access Control, Security Management and Building Automation. Access
Control functionality and Building Automation operations can be kept completely separate from Security Management or
can befully integrated, if desired. Access Control operation isdesigned around the concept of Doors. The system simply
determines which Users are allowed to use which Doors, at which times and with which options or restrictions.

Security Management operation is designed around the concept of Areas. Both Access Control and Security come to-
gether at Doors. For each Door in the system, one sideis defined as the “outside” Areaand the other side asthe “inside”
Area. Each Door can optionally be programmed as to which Areais on the outside and/or inside of the Door. If Area/lsare
programmed at a Door, then access at that Door will aso be controlled by security considerations (viaAress).
eg. 1) A Userrequiring access at a Door may be denied access because the Areathey are about to enter is turned on,
and they are not allowed to turn that Area off. If the User was allowed to turn that Area OFF then this may be done
automatically on un-locking the Door, if programmed.
2) A User requesting access at a Door may be denied because the system has not seen the User leave the Areathey
are attempting to enter (Anti-Passback).

Basic Concepts

Doors

When designing an access system, Doors are the logical placeto start. Each Door is numbered from Door 001 (D001), to
the maximum available on your system. (Up to 250) Each Door isindividually programmed to define the functionality
(viaan Access Group) and the related Areals, Auxiliaries and Timers, etc.

Access M odules (Single Door, 2 Door & Intelligent 4 Door)

These Modules are required whenever access Cards are required, such as Proximity, Wiegand, Mag swipe, etc.

-Single Door Access Modules can control 1 Door with an Entry Reader.

-2 Door Access Modules can control either 1 Door fitted with Entry and Exit Readers OR 2 Doors with Entry Readers.
-Intelligent 4 Door Access Modules can control 4 Doors with Entry and/or Exit Readersfor al 4 Doors.

Each Access Module is individually programmed to define the Door/s controlled, Off-line operation, Zone input and
Auxiliary options, Area control options and the direction (in or out), format, read mode, etc. for each Reader.

LCD Terminals
LCD Terminals can be used for Door Access Control if accessto aDoor isto begained viaaPIN code. Each Terminal may
be individually programmed to define the Door controlled, Zone input & Auxiliary options & the direction (in or out).

Access Groups when Applied to Doors
Access Groups are aset of optionsthat can be applied asagroup to aDoor. Thetypical system may have up to 32 Access
Groups (depending upon system configuration) and each group may beindividually programmed. A Door isassigned one
of these Access Groups to use in determining the basic access control at the Door. The basic options that can be pro-
grammed for each Access Group are the modes of operation for Entry and Exit readers, Anti-passback options, REN/REX
button options, Area control options, etc.

TimeZones

TimeZones are a set of time periods that define when that TimeZoneisvalid. At al other timesthe TimeZoneisin-valid.
Once a TimeZone is programmed it can be used by any programming item that needs to be made Valid/Invalid according
to the time of day and/or day of the week. A TimeZone, once programmed, can be assigned to more than one item.

Alter nate Access Groups

If aTimeZoneis defined for an Access Group and the alternate Access Group is set to 000, no access will be granted when
the TimeZone isin-valid. However, if an aternate Access Group is chosen, then instead of no access being granted, the
settings of the aternate Access Group will be used to determine access.

Holidays
A holiday comprises a start date and an end date and is used to set specified TimeZones in-valid when a holiday occurs.

Each holiday can be defined as to which TimeZones it will effect.

Copyright exists on this manual. Unauthorised copying of this document is prohibited.
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The chart below shows how Access Groups form the basis of Door programming and how security is integrated into the

access control system through the assignment of Areasto Doors.

AUXILIARIES
Lock.
Valid / Invalid.
N
N
READER
DOOR >> M ODULE

AN

AN

TIM EZONE ACCESS GROUP
(Optional) S Defines Door
Defines when operation and
Valid. control options.
AN
AN
ALTERNATE
ACCESS
GROUP.
(Optional)
Lifts

Lifts are programmed in a similar manner to Doors. Each Lift is numbered from Lift 001 (LO01) to the maximum
available on your system. Each Lift isindividualy programmed to define the functionality (viaan Access Group) and the

related Auxiliaries, Zone Inputs and Timers, etc.

AREA/S
(Optional) To assign
"Inside" and/or
"Outside” Areals.

AUXILIARIES
Floor Buttons.
Valid / Invalid.
N
N
READER
LIFT >> M ODULE

AN

AN

TIMEZONE ACCESS GROUP
(Optional) S>> Defines Lift
Defines when operation and
Valid. control options.

AN

AN

ALTERNATE
ACCESS
GROUP.
(Optional)

FLOOR LIST
(Optional) To

restrict Lift Car to

specific Floors.

AN

AN

FLOORS
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LCD Terminals

LCD Terminasare used to turn ON and OFF Areas, view System status, review system activity and access Menu options.
Additionally they can be used for access control where PIN numbers are going to be used to control access through a
particular Door. Each LCD Terminal can control one Door and isindividually programmed to define the Door controlled,
direction (in or out) and Zone Input options, etc.

OPERATIONS
R e Area ONOff,
Diaries. Door access.
Area status. Menu CCESS.
Home Auxiliaries.
Aircon. control.
N N
N N
LCD
Terminal
AN AN N AN
N N A N
AREA DOOR
Option to associate O%?o%ol_gsss-rign MENU GRoup  Option to associate
an Area. - . . a Door.
Onti . an Area List. Option to restrict
ption to restrict (To lirmit the Areas thet Menu A (For Access
operations to the can be controlied) enu Access. Control with PIN
associated Area. codes only.)
N
N
AREAS
Touchscreen Terminals
Touchscreen Terminals are used to perform all common end-user operations.
MESSAGES OPERATIONS
Alarns. Area On/Off.
Diaries. Acknowledge darms.
Review. Home Auxiliaries.
Area status. Zore |solate.
N N
N N
Touchscreen
Terminal
N N N
N N N
AREA*
. . AREA LIST *

Option 10 associate Option to assign DIARY *
Ontion to restrict an Area List. Option to associate
0 perations to the (To limit the Aress that a Diary message.
agaociamed Area can be controlled)

N
A * NOTE: Future
enhancements.

AREAS
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User Programming

User programming is the starting point for allowing a person to operate the system. User programming allows options to
be defined for each individual User, such as User name, PIN code, Card details, etc. A User Type must also be assigned to
define what operationsthe User may perform and the itemsthat they can control. Two special Usersare pre-defined, User
00001 (U00001) is known as the Installer and has specia privileges. User 00002 (U00002) is known as the Master and
also has specia privileges.

Alarm System Control

In a Security system Users are required to perform operations such as turning Areas On and/or Off, acknowledge alarms,
review alarm and event information, check the system status and |solate faulty devices, etc. This normally requires the
User to logon to an LCD Terminal using their PIN code then User programming detemines which Areas they can control,
which operations they can perform and which Menus each User can access.

Access Contral

The basic purpose of an access system isto control access through specified Doors for specified Users. An access system
may also control accessto specific Lift Carsand/or Floorsfor specified Users. For aUser to have any accessrightsat al,
their access permissions must be defined in User programming.

Building M anagement

When the system incorporates Building Automation functions, Users may be able to logon to an LCD Termina and
manually control specified Auxiliary outputs (“Home Auxiliaries”), adjust TimeZone periods, view Input states, Counter
values or analogue values, etc. User programming detemines which Auxiliaries they can control, which operations they
can perform and which Menus each User can access.

User Types
Users Types are a set of options that can be applied to Users. Each User in the system is alocated a User Type that will

determine all access, security and building management permission’s for that User. The basic options that can be pro-
grammed for each User TypeincludeArea ON and OFF Lists, Door List, Lift Car List, Floor List, Menu Group (to define
access to Menu options) and other operational options.

This Flowchart shows how User Types are at the heart of User programming, utilizing other programming such as Lists
and Menu Groupsto define al the functions that a User may perform. Bold type indicates items that have programmable
options.

USER
N
N
USER TYPE
Defines all User operations.
N N N
AN N AN N
LIFT CAR
AREA ON LIST DOOR LIST LIST FLOOR LIST (';/IRE(B\IUUP i%l\;l(E
AREA OFF LIST Doors that User Lift Cars Floors that . .
Functions & TYPES
Areals to turn ON Type may that User User Type may Menu options Allowed to
Areals to turn OFF access. Type may access. b
access. alowed. control.
N
N N N N
N
N N N N
HOME
AREAS DOORS LIFTS FLOORS AUXES
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Alternate User Type

If aTimeZoneisdefined for aUser Type and the alternate User Typeis set to 000, Users with that User Type assigned will
have no operations or access permissions available when the TimeZoneisin-valid. However, if an alternate User Typeis
chosen, then instead of no permissions, the settings of the alternate User Type will be used to determine the User's
permissions.

Alternate Listsand Menu Group

If aTimeZoneisdefined for aList or aMenu Group and the alternate List/Group is set to 000, the permissions defined by
that List/Group will bevoid when the TimeZoneisin-valid. However, if an alternate List/Group is chosen, then instead of
no permissions, the settings of the aternate List/Group will be used to determine permissions.

Theoptionto assign aTimeZoneand Alternate to each List or Group allowsfor minor changesin aUser Type'spermissions
(e.g. A change in Door Access permissions only) to be easily implemented. The User Type's Door List can have a
TimeZone and Alternate Door List assigned, instead of having to create an alternate User Type.

TimeZones

TimeZones are a set of time periods that define when that TimeZoneisvalid. At all other times the TimeZone will be in-
valid. Once a TimeZone is programmed it can be used by any other programming item that needs to be made Valid /
Invalid according to the time or day and/or day of the week. A TimeZone, once programmed can be assigned to more than
one item.

The chart below shows how TimeZones can be assigned to:

- User Typesto Invalidate the User Type or provide the facility for an aternate User Type to be defined, and

- Individua Lists or Groups, to invalidate the permissions provided by the List/Group or provide the facility for an
aternate List/Group to be defined.

USER
N
N
USER TYPE ALTERNATE
Defines all User << USER TYPE
operations. (Optional)
N N N N N N N
N N N N N N N
AREA  AREA TIMEZONES
ON oFf DOOR  LIFTCAR FLOOR MENU __| (Optional) To
LIST LIST LIST GROUP Restrict when
LIST  LIST item is valid.
N N N N VAN N
N N N N VAN N
ALT.  ALT. ALT. ALT. ALT. ALT.
ON OFF DOOR LIFT CAR FLOOR MENU
LIST LIST LIST LIST LIST GROUP

Copyright exists on this manual. Unauthorised copying of this document is prohibited.



Page 12 System Overview and Introduction to Programming - Rev 8.20

Conventions & Abbreviations

When programming the system, many items and databases can be assigned a name to aid in further programming and
system operation. e.g. “Entry Foyer” (Areaname) or “R&D Laboratory PIR” (Zone name) provide for easier identifica
tion than AQQ5 or E03:Z12.

All items and databases have a descriptive |D number for identification. For itemsthat cannot be named, or have not been
named, this provides away of conveniently referring to a specific item.

eg. T14=LCD Termina 14. SL002 = Siren List 2.

A consistent set of abbreviations is used, which allow the installer to quickly locate the item that they wish to program,
edit, or service. Inthe case of physical items, such as Inputs, Auxiliary outputs, Sirens, etc. the ID instantly provides the
installer with details of the location of the item.

Module IDs

The system uses external modules on a 3 or 4 wire Local Area Network (LAN) to provide additional Inputs, Outputs,
Access Control interfaces, etc. The module types are referred to by a single abbreviating letter:

Type: Module Abbreviation Letter
Control Module “C’

1 LCD Termina “T"

2 Touchscreen Terminal Keypad “K” (V6 orlater)

3 Big Zone Expander Module (16-32 Zones) “B”

4 Reader Module (1 or 2 Door Access Module) “R”

5 Wireless Network (SpreadNet or Inovonics receiver) “N”  (“Was SpreadNet” from V2 to V3.5x
-“Virtual” Module connected via UART Port. Inovonics introduced in V4.)

6 Mini Expander “M” (V2or later)

7 Zone Expander Module (16 Zones) “E" (V2or later)

8 I ntelligent 4 Door Access Module “1"  (V35or later)

9 Analogue Module “Q"  (V3orlater)

10 Geoquip “G”  (Under development)
-“Virtual” Module connected via UART Port.

11 LAN Power Supply. “P" (V45 or later)

12 RF Expander Module. “F' (V5.1 o0r later)

Two digits (01 to 99) after the module “letter” specify the actual module numbers that the ID isreferring to.
For example: T04 isthe 4th LCD Terminal module

E27 isthe 27th Zone Expander module.

NOTE: There can only be one Control Module per system, i.e. CO1.

To refer to an actual item on a module an additional letter is used:

Abbreviation Item ID Example Name Field Example Name
(Characters)

“z" Zone Input E01:216 24 R&D Lab PIR West wall.

‘s System Input B01:S05 Pre-defined BO1 Low Battery

“X” Auxiliary output T01:X02 None

For example: E03:209 refers to the 9th Zone Input on the 3rd Zone Expander Module.
T36:X01 refers to the 1st Auxiliary output on the 36th LCD Terminal.

User and User Type Abbreviations

Abbreviation Item ID Example Name Field Example Name
(Characters)

“u” User u00001 16* Billy Baxter

“uT” User Type uTO003 16 Production Staff

* Memory configuration may limit the number of users with name field.
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Area and Door Abbreviations

Abbrev. Item ID Name Field Example Name
Example  (Characters)
“A” Area A001 16 Reception
“D” Door D078 16 Rear Fire Door
“LC” Lift Car LCO001 16 Goods Lift (Namesin V6 or later only)

List Abbreviations

Abbrev. Item ID Name Field Example Name
Example  (Characters)
“AL” Arealist ALOO1 16 All Areas
“DL” Door List DL004 16 Admin. Doors
“SL” Siren List SL003 None
“LL” Lift Car List LL008 None
“FL” Floor List FL 005 None
“XL” Auxiliary List XL001 16 Strobe Outputs (V2 or later)

Group Abbreviations

Abbrev. Item ID Name Field Example Name
Example  (Characters)

“PG” Process group PGO001 16 Burglary

“MG” Menu Group MG002 16 Control Menus

“AG” Access Group AG004 16 External Doors

Other Abbreviations

Abbrev. Item ID Name Field Example Name or Text
Example  (Characters)

“AC” Air Conditioning ACO001 None (V2 or later)
“BC” Backup Card BCO15 None

“CA” Calculated Auxiliary CA010 None

“CB” C-BusAuxiliary CB002 None (V4 or later)
“CR” Counter CRO01 16 Cameral Film (V3 or later)
“CT” Comms Task CT001 None

“DA” Diaries DAOO1 32 Happy New Year from Acme Co.
“DN” Dynalite Auxiliary DNOO1 None (V4.5 or later)
“DC” DTMF Control DCO008 None (V3or later)
“FZ” Function Zone Fz002 None

“H” Holiday HO004 16 New Year's Day

“HA” Home Auxiliary HAO001 16 Pool Pump

“HP” HPM iControl Auxiliary HPOO01 None

“HZ” Home Zone HZz001 16 Bedroom window (V3 or later)
“IL” InterLock group [LOO1 None (V2 or later)
“SC” Site Codes SC001 None

“TN” Telephone Number TNOO4 16 XYZ Monitoring

“TZ" TimeZone TZ002 16 Night Shift
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Programming via the LCD Terminal.

Most programming viathe LCD Terminal isdonein a “spreadsheet” style. This provides quick and easy accessto options
by allowing the User to scroll through different options for the same item or the same option for different items.

e.g. You can select a particular Input to program & step through al the options for that Input. Alternately, one particular
option may be selected such as “Input name” and the <DOWN> arrow used to step through the name fields of all Inputs.

The “ spreadsheet” style programming also alows you to step forward or backward through items or options.
See“HELP, 9 & HELP, 0" on the following page for more details.

The uses of the major keysare listed below:

Key Use of Key
Up Arrow Selects the same question for the previous item.

Down Arrow  Selects the same question for the next item.

Left Arrow Moves cursor to left
or, if at the start of afield, selects the previous question for the same item.

Right Arrow Moves cursor to the right
or, if at the end of afield, selects the next question.
In amultiple choice question screen, scrolls through the available options.

OK key Saves the current screen and moves to the next question.
END key Saves the current screen and exits the menu.
ON key This key selects different modes for answering a question if available. E.g. Switches between ID field

and Alpha-search field to enable selection of an item by ID number or by name.
If programming text, can also be used to change last letter entered to lower case.

OFF key Thiskey isused to clear the screen before entering an ID number or text.
or, in the case of amultiple choice question, selects the first option.

HELP key This key displays help about the item being edited.
Up to 3 help messages may be available, selected by pressing the HEL P key again.

MENU key Thiskey isused to gain access to the menu. PIN code & <OK> must be entered first
or while logged off (PIN code & <OK> not entered) <MENU>, <1> will display alarm review, (V3 or
later only) and <MENU>, <2> will display system specifications. (Note: In V2 or earlier, only the
<MENU> key needs to be pressed to display system specifications) See below.

DIGIT keys Used in selecting an item or option by number,
or for programming al pha-numeric text and symbols where available.

5and 9 keys When programming options that require a Yes/No setting, the <5> (N) key selects No and the <9> (Y)
key selects Yes.

Force Arming via <1> key:

Normally, when a User attempts to turn an Area On from an LCD Terminal and there are one or more Zone Inputsin that
Areathat are not in the Sealed state, a “Zone Problem ...” message will be displayed on the Terminal. The User isthen
required to try and rectify the problem or Isolate the Zone Input/s before the Area can be turned On.

When commissioning and/or testing asystem it is often useful for the Installer to be able to turn On an Arearegardless of
Zone Input statesin order to enable the Zone Inputs and monitor activity in Review.

A special feature only availableto the Installer Code allows the <1> key to be used, when the “ Zone Problem ...” message
is displayed, to un-conditionally skip the rest of the Zone Test and turn On the Area or Area List regardless of any un-
sealed Zone Inputs.
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<HELP>,9& <HELP>, 0.

Use of the <HELP>, 9 & <HELP>, 0 keys provides the installer with a means of “jumping” between menus which have
related programming options.

E.g. A new Door is being programmed (Fire Exit Door), and a different mode of access is required to other External
Doors. When assigning the Access Group, it is found that there isn’t a suitable Access Group available.

With <HEL P>, 9the Installer can jump to Access Group programming, create anew Access Group and then return to Door
programming with the <HELP>, 0 keys. Other items which may be accessed for programming when required using
<HEL P>, 9 include User Types, Lists, Groups, TimeZones, Doors, Telephone numbers, etc.

Theillustration below shows how the “ Spreadsheet” style database editing can be used.

The LEFT and RIGHT Arrow or OK keys can be used to step through the options of a particular item while the UP and
DOWN Arrow keys can be used to scroll through items on a particular option.

HELP, 9 can be used to “Jump” to arelated database to create a new item or edit an existing one, then HELP, 0 is used to
return to the original database.

< DOORS > or OK
Number Name Access Group Lock Auxiliary |Open Time
/\ |Do01 Front Door Entry Door AG001 R03:X02 005
D002 Accounts Door Internal Door AG0O03  |R02:X01 005
D003 Managers Office Internal Door AGO03 | R02:X02 005
D004 Conference Room | Internal Door AG0O03  |R03:X01 005
vV D005 Fire Exit Door AG?”? R01:X01 005
HELP, 9
ACCESS GROUPS
Number Name TimeZone Alt. Acc. Group |Entry M ode Exit M ode
AG001 Entry Door None None PIN or Card Card & PIN
AG002 Exit Door None None Cad & PIN PIN or Card
AG003 Internal Door Working Hours None PIN or Card PIN or Card

Alpha Searching

Alpha searching is available on Menus where Names are used. E.g. Any item that includes a name field enabling a text
name to be programmed by theinstaller. Wherever an item to be selected has a name attached, the <ON> key can be used
totogglethe screen betweenthe“1D” field and the “ Alpha-search” field, enabling itemsto be selected either by |D number
or aphabetically, by name. This greatly simplifies many programming options by allowing items such as Users, User
Types, Inputs, Areas, Door Lists, Telephone numbers, etc. to be located with ease.

In alpha-search mode you find an item by pressing the digit key that representsthefirst Ietter of the name. (You may have
to pressthe key 2 or 3 times depending on the letter required and the names that have been programmed) If the item that
you want is not displayed because of other names beginning with the same | etter, you then use the <DOWN> arrow key to
locatetheitem. (When using the Alpha-search option, namesarelisted in alphabetical order based on thefirst |etter of the
name only, and are then listed in order of the ID number. e.g. Users; Jason [U00008] and Jenny [U00005] will be listed
in the order; Jenny, then Jason according to the User ID number.)

Some examples of Alpha Searching can be seen under the section “User Programming”, when selecting the “User to
Alter” and the “User Type selection”.

eg. User Type assigned by number User Type assigned by name.

User 00011
Type: UT003

U00011 Type ->
Office Staff
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The LAN System

Introduction

The 3000/ Access 4000 Loca AreaNetwork (LAN) isaproprietary RS485 LAN system used to connect modules such as
LCD Terminals and Zone Expanders into the system.

Cabling. The LAN isa3 or 4 wire system; two signal wires labelled “A” and “B”, a negative wire and an optional
positive wire to provide power to modules. The following rules apply:

1 The“A” and “B” signal wires must be connected using twisted pair cable to provide the maximum immunity to
electrical noise and create the least possible interference.

2. If un-shielded, the LAN cables should not be run near other cables such as mains power cables, intercom or
telephone cables.

The LAN will operate at its best if modules are “daisy chained”. This meansthat the LAN is best configured as 4 wires
running the full length of the installation, keeping the length of branches from the main 4 wiresto aminimum. However,
a“star” configuration, or combination “daisy chain/ star” configuration will also operate reliably when installed according
to the specification. The power wires do not have to be twisted which allows heavier gauge wiresto be used if desired, to
minimise voltage drops.

LAN Termination. Each module on the system has an optional “Terminating Resistor”. The terminating resistor is
normally turned on by inserting ajumper Link, or by a DIP switch, depending on the Module Type. For the LAN to work
at its optimum, the two furthest modules apart should have their terminating resistors turned on, and all other modules
should have their terminating resistors turned off.

Seethe “ Installation and Troubleshooting” section for LAN installation details.

Configuring the M odel 3000/ Access 4000 LAN

Every moduleisidentified with a“ Type” and “Number”. Thetypeidentifieswhat kind of moduleis connected such asan
LCD Terminal or a Zone Expander. The number indicates which moduleis referred to in any onetype. For example the
first LCD Terminal on the network would be referred to asan LCD Terminal type with a number of 01.

Before a module can be connected to the network it must be given a number so it can be identified in the system for
programming etc. Any number between 01 and 99 can be chosen, aslong as that number has not already been chosen for
that module type. In most memory configurations the maximum number you can choose will be further restricted. The
number of a module is set-up on the “number” DIP switch (except for Elite LCD Terminals), see individual module
documentation for more details.

The LAN isaself configuring network. Thismeansthat once anumber has been chosen for amodule you simply connect
it to the network. Connections can be made without powering down, although with non-electronic fuses, you will need to
be careful you don’'t short the power wires and blow afuse. TIP: Itisbest to carry out live LAN connections with the
battery disconnected, only running on plug pack to lessen the maximum current available if a momentary short occurs.

All modules on the network are either “addressed” or “un-addressed”. When amoduleisfirst connected to the network it
is un-addressed meaning it has not been recognised by the system. In avery short period of time, the module will become
addressed, meaning it is recognised by the system and operational. Sometimesamodulewill remain un-addressed for one
of the following reasons:

1 The number of this module has already been used for another module of the same type on the network. You need
to choose another number.

2. The number of this module istoo big for the current memory configuration. You will need to choose a smaller
number or use a different memory configuration.

3. This type of module is not recognised by the current system. You will need to upgrade the firmware before this
modul e type can be used.

When modules are found (or lost) by the system areview message is saved and a system LAN fail Input will be
restored/alarmed as appropriate. In addition, when a module is powered up and connected to the network a“Module
Powered Up” messageis saved to review.
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I nitial Power-Up

When the system is first powered up, it assumes that all possible modules that the memory configuration allows will
eventually be connected. In most systems however thisis not the case and the system needs to be told that the modules
currently connected are the only ones we expect. This is done by “Securing the LAN” which tells the system that the
current LAN configuration is al that we expect and therefore al other modules LAN fail Inputs should be sealed. In
addition, when the LAN is secured, the system generates a secret encryption key that is transferred to all modules on the
network.

See“ LAN Secure” , MENU, 7, 8, 1 in the Programming Reference section.

Whenever a module communicates alarm information to the system the encryption keys are compared, and if they don’t
match a “Module Substitution” message is generated, warning that this module was not present the last time a “ Secure
LAN" was performed.

(The encryption key is forgotten whenever a module is powered down, thereby preventing a substitute module being
installed without the system’s knowledge)

LAN Debugging

Detailed LAN Troubleshooting information is provided in the “ Installation and Troubleshooting” section.
Some of the factors to be considered in debugging LAN problems are:

1 Check for low bettery at all LAN modules, under worse case load. For most modules this means above 12 volts.

2. Check for “stop condition” at all modules. This means check that voltage between A (negative of meter) and B
(positive of meter) should be greater than 200mV. If the voltage is negative thisindicates an A — B reversal on
one of the modules. Thiswill cause VERY SLOW or NO LAN communications. If the voltage is less than
200mv this may indicate that too many termination resistors are inserted, or the wrong value termination
resistors are inserted.

3. Check for correct LAN termination. The voltage between A (negative of meter) and B (positive of meter) should
be between 200mV and 600mV. If below this value, too many Modules may be terminated; if above this value,
then less than 2 Modules have been terminated. See“ LAN Termination” on the previous page.

4. Check for legal “common mode” condition at all modules. This means check that the voltage between NEG and
A islessthan +/- 5 volts. Also check between NEG and B.
5. Use LAN statistics screens to check for noise. The statistics need to be cleared, then monitored over a period of

time to look for problems. See LAN statistics’, MENU, 7, 8, 4 in the Programming Reference section.
Timin

The speed and performance of the system is afunction of many factors. In general the larger the dimensions of the
system, the slower it will be. While a’512k memory expansion offers larger dimensions, it is not intended that all
dimensions will be used to their maximum simultaneously as this would result in much slower performance.

I ssues that effect system speed are:

1 Amount of LAN activity including noise and collisions. Systems with many Function Zones or continuously
triggered enabled zones will result in LAN traffic. Avoid programming schemes with many enabled, constantly
triggering zones.

2. Systems with many LCD Terminals logged on simultaneously will slow down a system.
3. Lots of very busy Calculated Auxiliaries can aso slow down a system.
4, The most time consuming task is Area on/off. Avoid programming operations that turn many Areas on or off

simultaneously if possible. (Arealists for arming should be used sparingly)
5. Avoid having too many Comms Tasks, especially those with high baud rates. The maximum baud rate for a task
should be 4800 to 9600 baud. As UART based Comms Tasks are added, lower the Baud rates to compensate.
Look for fifo overflow as an indication of speed problems.
See “ Baud Rates’ under Comms Tasks, MENU, 7, 3, 1 in the Programming Reference section.
Uploading or Downloading with PC software is expensive time wise.
The key technique in programming is to attempt to avoid large amounts of simultaneous activity. By staggering
events even sightly, the system can be alot faster.
8. Version 3 firmware or later greatly increases the processing speed of zone activity with a smarter scan algorithm,
especially noticeable in 512K chips.
9. Type 2 Control Modules run at 3 times the clock speed of Type 0 or Type 1 Control Modules.

No
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M odule Polling

In many R$485 LAN systems, the network communicationsis performed by a*“Polling” method in which no module can
passit’sinformation back to the controller until it is requested. This meansthat the controller always has control over the
network traffic but presents adisadvantage in that all modules must wait in turn to send any data. |ninstances of very busy
periods this can mean that events such as new alarms on remote modules or door access requests can be significantly
delayed.

The 3000/Access 4000 LAN protocol overcomes this by allowing any module to check the LAN for busy/free status, and
if free, sendit’sdatato the Control Modul e without waiting to be polled. This, coupled with clever flow control techniques
enable large amounts of traffic to be processed quickly and without error.

To further reduce the amount of traffic and additional processing in the Control Module, the onus is put on each remote
module to regularly report it's presence to the Control Module. This report is done periodicaly as set by the “POLL
TIME” within the programming of each Module in the system.

The“POLL TIME” isprogrammablefrom 1-255 seconds. However, practical valuesare between 30-240 seconds. (Values
outside this range should only be used when required by industry regulations or for testing purposes)

e.g. If a5 second Poll Time was programmed for every module in an installation of 64 modules, LAN traffic would be
increased unnecessarily, causing an effect of delaysin response or under severe conditions, modul eslosing communications
and then restoring. A value set above 250 will cause a module to always time out, thisis because the controller will wait
an additional timeto allow for excessive LAN traffic which will then exceed a maximum time value of 255.

Poll times (or “time reports’ as they might be better described) will have no effect on speeding asystem up. As
already noted afaster poll time can actualy slow a system down. Default Poll time values are provided for al modules
in the system. In some circumstances a poll time may need to be altered from the factory setting if a particular module
was in a high-risk area and its presence was considered critical.

e.g. Inan environment where akeypad was used asa PIN code entry point for DEADMAN operation, a Poll time of
240 seconds (4 minutes) would be unacceptable. The poll time for this particular module could be safely reduced to 30
seconds to give amuch faster “LAN Comms” alarm at the Control Module should the terminal fail. Asagenera rule,
the factory set poll times are adequate to maintain a balance between optimum LAN traffic flow and module security.

Factory Default M odule Poll Time settings:

Module Type. Name. Poll Time.

1 LCD Terminal: 120 seconds.
2 Touchscreen Terminal: 120 seconds.
3 “B” Type Universal Expander: 60 seconds.
4 Reader Module: 60 seconds.
6 Mini Expander Module: 60 seconds.
7 “E” Type Universal Expander: 60 seconds.
8 Intelligent 4 Door Access Module: 60 seconds.
9 Analogue Module: 60 seconds.
11 LAN Power Supply Module: 240 seconds.
12 RF Expander Module 60 seconds.
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System Information

Pressing <MENU>, <2> while logged off (or just <MENU> if V2 or earlier) will provide general information on the
system, including PCB Serial number, version and configuration details. InV3or later, there aretwo screens of information
toview. The <UP> and <DOWN> Arrow keys are used to switch between the two screens.

System Info System Info
SN: 134827 Vers: Days: 0079 POpts:

There are anumber of differencesin the information provided for Type 2 Control Modules and Type 0 or 1 Control
Modules. The details for Type 2 are provided below. The details for Type 0/1 are provided on the following page.

Type 2 Control Module PCB:

Information: Example: Description:

1st Screen
Serial Number: SN: 432104 The Serial Number of the Control Module PCB. Only used in factory proce-
dures. The actual product Serial number is on a printed label on the PCB.
LxSN: 456789 Concept 4000 LX Control Modules are identified by the “Lx” prefix in the
Serial Number information. (Australia only)

Version: E05.70 Firmware Version currently fitted. (E = EPROM, F = Optional Flash Memory)
Build: 01 Firmware Version Build. VV5.21 or later only.

01=Main Production Firmware release.
Any other build = Beta or non-English language release.

PCB: 2 Controller PCB Type. Type 2: Surface Mount PCB.
RAM: 128K-00-05.70 RAM size - Memory configuration option - Version used when configured.
Memory configuration options and Version when first introduced:
00 = Standard. (V1) 01 =Access. (V1) 02 = Enlarged. (V2)
03 =Apartments. (V4.5) 04 =Access2. (V4.5) 05 = Special. (V1)
06 =Alarms. (V3.5) 07 = XDoor. (V4.86) 08 = IPDaor. (V5.24)
09=LX Lite(V7.84) 0A = NZ Access (8.2)
Country: AU Defines country specific Version of firmware fitted.
AU =Australia/NZ CS = Czech Republic*  CZ = Czech Republic* ES = Estonia
HU = Hungary LT = Lithuania NL = Netherlands PO = Poland
RQ = Russia (Arevita) RU = Russia (STA) SW = Sweden UK = United Kingdom
*Note: CSisfor ML Terminals/ CZ isfor Std Terminals.
Disty: XX Defines Distributor. Not currently used.
Cust: 000 LAN key number programmed. 000 = No LAN Kkey.
2nd Screen
Days: 00048 Number of days unit powered up since manufacture.
POpts: F7011000 Panel Options enabled via PIC Micro Chip (U14).

See details for “ Type 2 Control Module Board” in the following chapter titled
“3000 and Access 4000 Model Options’.

SMode: 1 Security Mode of the firmware. 1= Secure.

Vers: MO05.00 Version of the secure Microprocessor fitted. M00.00 = Security Modeis 0.
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Gal: S Security Level of the Microprocessor. S = Secure.

SecOpt: $00 Details (in Hex format) of Security options programmed. <MENU>, 8, 3.
00 No options set. 01 [N]o Code Default option set.
02 [O]wn Code only option set. 04  [L]ockout Installer option set.

If multiple options are set, the value displayed will be the sum of the options.
eg. All set=07, N & O set = 3, efc.

PCB: 2 Controller PCB Type. Type 2: Surface Mount PCB.
EEVers: 02-3E78D284 EEPROM Version. Factory use only.
WC: $0000 Factory use only.

3rd Screen (V7.8 or later only)

Mod: 006/250 Modules present on the LAN / No. of Modules alowed in this Memory Config.
Pro: 02/16 LAN processesin use/ LAN processes available in this Memory configuration.
Buff: 00/16 LAN buffersin use/ LAN buffers available in this Memory configuration.

Type 0 (Australia & NZ only) and Type 1 Control M odule PCB:

I nformation: Example: Description:

Serial Number: SN: 1348 The Serial Number of the Control Module PCB. Only used in factory procedures.
The actual product Serial number is on a printed label on the PCB.

Version: E03.01 Firmware Version currently fitted. (E = EPROM, F = Optional Flash Memory)

RAM: 128K-00-03.01 RAM size- Memory configuration option - Software version used when configured.
Memory configuration options:
00 = Standard. 01 = Access. 02 = Enlarged.

03 =Vx Standard. (x =V2if V3 Firmware or later OR V1 if V2 Firmware)

04 =Vx Access. (x =V2if V3 Firmware or later OR V1 if V2 Firmware)

05 = Specidl. 06 =Alarms. (V3.5 or later only)

Software Version: 00.00 = configuration performed before this feature was added)

Days: 00048 Number of days unit powered up since manufacture.
Modem: 1200 Baud Speed of the modem chip fitted.
PCB: 1 Controller PCB Type.

Type 0: Supports IMeg EPROMSs (Requires 2 x EPROMs for V2 firmware)
(Does not support V3 firmware or later)
Type 1: Supports2Meg EPROM (Requires 1 x EPROM for V2 or later firmware)

Lock Option: 00 00=Australia/New Zealand. (V3 or later only)
01/02 01=Export(English language or CZ). 02=Pacom. (V3 or later only)
Upgrade firmware (V3 or later) should match existing Lock option.

Options: $51 Identification of Options (GAL) chipsfitted. (“RAMSIZE” & “FUNCTIONS")
1st Digit: RAMsize. (U5)
2=32k (256KBit) 5=128k (1IMBit)  6=512k (4MBit).
2nd Digit: Functions. (U4)
0=Std C3000 1=C4000 3=Czech C3000
4=Czech C4000 9=High Level Lift I'face.
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Sec: $00 Details (in Hex format) of Security options programmed. <MENU>, 8, 3.
00 No options set. 01  [N]o Code Default option set.
02 [O]wn Code only option set. 04  [L]ockout Installer option set.

If multiple options are set, the value displayed will be the sum of the options.
eg. All set =07, N & O set = 3, etc.

PO: Panel Options. Indicates any Specia options that may be enabled on the Control
Module. (V3 or later only)
L = High Level Lift Interface.

CN: 000 LANKey Customer ID. (V3 or later only)
Lang: Eng Language used in Firmware. Eng = English. CZV = Czech. (V3 or later only)
Ver: M00.00 Secure Micro Version number. M00.00 = Not used. (V3 or later only)

3000 and Access 4000 Model Options

The 3000 and Access 4000 versions of the product are essentialy identical except for a small number of enhancements
that are available in the Access 4000 only, or as an option.

Tables are provided in this section that give details of the differences between the two models, and the upgrade options
available. The tables listed below cover all Types of Control Module Board and Firmware that have been produced,
beginning with the latest type.

-Type 2. Control Module firmware V4.0 or later.

-Type 1. Control Module firmware V3 to V4.

-TypeOor Typel. Control Module firmware. V2.

NOTE: InV1 Control Module firmware there was no “Access 4000” Version, and no specia options available.

If features unique to the Access 4000, or other special features are required in a system where the Model 3000 has been
installed, an upgrade kit is available to convert the Control Module to a Model Access 4000.
Note that in some cases where the Firmware or Hardware required for the additional features is not compatible with an
earlier type of Control Module, the Control Module may have to be upgraded.
i.e. A TypeO0 Control Module board may have to be upgraded to Type 1 or Type 2.

A Type 1 Control Module board may have to be upgraded to Type 2.
See“ Memory Defaulting” (MENU, 7, 5, 2) in the Programming Reference section for details.

I dentifying the Type of Control Module Board.

Dueto continual product improvement and enhancements, there have been three different Types of Control Module
board produced since the release of the Concept 3000.

The table below can be used to identify the Type of the Control Module board.

The LCD Terminal “ System Info” screen is the quickest method of identifying the Type of board.

This screen can be viewed by pressing <MENU>, 2 (OR just the <MENU> key, if V2 or earlier); without logging on to
the Terminal.

i.e. No PIN code required.

LCD Term " System Info" screen. | PCB Assembly ID Printed on PCB Additional Notes
Type O PCB: 0 Through-hole 933001 Australia & NZ only.
Type 1 PCB: 1 Through-hole 934001
Type 2 PCB: 2 Surface mount 935001 CE conpliarnt.
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Type 2 Control Module Board.

A special Options Micro chip is used to enable certain system options and upgrade options in the Control Module.
The Chip islabelled U14 and is located between the Zone 9 to 16 Input connections and Links LK3 to LK6.
The Options Micro chip isfitted with an identification label with the text “CEPIC_x Vn.nn”
Where: X = Options Micro Type as per one of the tables below. i.e. 1to 25.
n.nn = Options Micro Version number.

A range of Options Micro chip types are available.
These chips can be purchased and changed over by the installer at any time to provide additional features.
The price of each Options Micro Chip Type will vary according to the feature/s that the chip will enable.

NOTE: If the additional feature required is new and was not availablein the version of firmware currently in the Control
Module, then the Control Module firmware AND the Options Micro will need to be changed.

When purchasing “128k” (1IMBit), “Expanded Users’ or “512k” (4MBit) Memory expansion for the Control Module, an
Options Micro chip will aso be supplied to enable the use of the additional memory.
The tables below show the current range of Options Micro chips. See additional notes following the tables.

STANDARD OPTIONS MICRO CHIPTYPES. 32K and 128K Memory (RAM) Sizes.

OPTIONS MICRO TYPE AND DESCRIPTION.
OPTIONS MICRO TYPE 1* 20 5 8 13 @ 18~ 24 26
DESCRIPTION Concept | Concept | C4000 C4000 | IP Door | C4000 C4000 C4000
3000 4000 Inov 96 | Prog SC| Contr. Pacom | 10k EOL LX
Upgrade

RAM SIZE. -Bytes 32k 128k 128k 128k 128k 128k 128k 128k

(Bits) (256k) am am am) am am) am) am
afrggzcsg IS:‘;,"I"(? {‘,‘;’2 1.14 1.14 1.14 1.14 116 213 3.13 3.14
Min. Panel Fware req'd 4.0 4.0 4.0 4.7 5.24 7.0 7.8 7.84
FEATURE
0 Aircon. Control YES YES YES YES YES YES
1 Door Interlocking YES YES YES YES YES YES YES
2 ACCEPTY YES YES YES YES YES YES YES YES
3 High Level Lift IF
4 "Card only" Users YES YES YES YES YES YES YES
5 GSM SMS YES YES YES YES YES YES YES YES
6 Obsolete YES YES YES YES YES YES YES YES
7 Lift Access Control YES YES YES YES YES YES
8 128k (1MBit) RAM YES YES YES YES YES YES YES
9 512k (4MBit) RAM
10 Expanded Users
11 to 15 Spare
16 GEOQUIP
17 Inov. 96 Zones T # YES
18 Inov. 208 Zones t #
19 Prog. Site Code T YES YES YES
20 GSM FE3000 t YES YES YES YES YES YES YES YES
21 IP Door Controller = YES
22 Pacom RTUCT YES
23 10k EOL YES
24 Adv Auto 256 Zone
25 LX Upgrade YES
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STANDARD OPTIONS MICRO CHIPTYPES. 512K Memory (RAM) Size.
OPTIONS MICRO TYPE AND DESCRIPTION.
OPTIONS MICRO TYPE 3 4 6 14 19~ 20 21 25 27
DESCRIPTION C4000 | C4000 | C4000 |IP Door | C4000 | C4000 C4000 | C4000 | C4000
512k | Lift HLI | Inov 208 | Contr. | Pacom | 10k EOL | Adv Auto| Exp. NZ
Zones 256 Users | Access

RAM SIZE. -Bytes 512k 512k 512k 512k 512k 512k 512k 512k 512k

(Bits) (4M) (4M) (4M) (4M) (4M) (4M) (4M) (4M) (4M)
Option set shown here 1.15 1.17 1.17 2.10 2.13 3.12 3.12 3.13 3.15
introduced in PIC Vers:
Min. Panel Fware req'd 4.0 4.0 4.0 5.6 7.0 7.8 7.8 7.8 8.01 b09
FEATURE
0 Aircon. Control YES YES YES YES YES YES YES YES
1 Door Interlocking YES YES YES YES YES YES YES YES YES
2 ACCEPT T YES YES YES YES YES YES YES YES YES
3 High Level Lift I/F YES
4 "Card only" Users YES YES YES YES YES YES YES YES YES
5 GSM SMS YES YES YES YES YES YES YES YES YES
6 Obsolete YES YES YES YES YES YES YES YES YES
7 Lift Access Control YES YES YES YES YES YES YES YES
8 128k (1MBit) RAM
9 512k (4MBit) RAM YES YES YES YES YES YES YES
10 Expanded Users(256k) YES
11 NZ Access YES
12 to 15 Spare/Factory
16 GEOQUIP
17 Inov. 96 Zones T #
18 Inov. 208 Zones T # YES
19 Prog. Site Code t YESt | YES§ | YESS§ YES YES YES YES
20 GSM FE3000 t YES YES YES YES YES YES YES YES YES
21 IP Door Controller @ YES
22 Pacom RTUCT YES
23 10k EOL YES
24 Adv Auto 256 Zone YES

25 LX Upgrade

NOTES.

Some options, athough enabled in the PIC Micro Chip, may not be available in the particular Memory
Configuration chosen. e.g. Aircon control and Card Only Users.

—+ =2 > *

Factory fitted option for Model 3000. 32k (256kBit) Memory.
Factory fitted option for Model Access 4000. 128k (1M Bit) Memory.
Control Module firmware V2.0 to V5.7 only.
Control Module firmware V4.7 or later only. “Prog. Site Code” option aso enables HID Corporate 1000 Site Code

processing if Control Module firmware isV5.60 or later.

+H

Options Micro V1.15 or later only.

# Options Micro Types without either of these options enabled provide 32 Inovonics Zones, if aso supported by the

Memory Configuration.

8 Options Micro V1.17 or later only.
a  Control Module firmware required for IP Door Cont. 128k: V5.24 or later only.
~ Options Micro V2.13 or later. Control Module firmware required for Pacom RTU Comms Task is V7.0 or later.

These tables may be expanded as further options become available.

512k: V5.6 or later only.
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| dentifying the PIC Micro Chip options enabled:

If the PIC Micro Chip cannot be physically identified, the System Information Screen as described in the previous chapter
can be used to determine which options have been enabled via the PIC Micro Chip. The second System Information
screen provides the “Panel Options’ field: “POpts: xxxxxxxx”. Where “xxxxxxxx” is a Hexadecimal character string
that represents the options that are enabled. Each character represents 4 bits of the options Bitmap.
Each bit represents an option where 1 = Enabled and 0 = Disabled.
The options represented by each character are as follows:

3 25/ s| @ 3
5 FEE e, | g
E Slgla Eas Qgg R\l
c n|lElol? oS3 — ISER ol c
2 gle|glz P z 38 EARNIEN 3|9
Sl_ S|1T|2|8|E|>| > > > 218|538 |w 5§
Ol® n El=|S|<|E i 21818 N 2
o >1T|8|T|=|5|5 M%% EICIRIE 8 8 213
§ 5582 5822w 8%226’5‘6E t=iR= 2 3
t%;U@%Qé%%gﬁﬁaﬁ%ﬂgé’%?gg%%%%%%%;gg
S &8 8|1F88z|88a82 088588888 388553885 %R
ol B A RSB A A A R RIS AR R RENARC R R R RVEE N R R NE R A EAR N e R EAR R
B
5 o Z E g 5 5 = 5
1) Convert the Hex character string to binary digits. F 7 0 1 1 8 0 0

e.g. POpts: F7011800 is converted as follows:

1111 0111 0000 0001 0001 1000 0000 0000

2) Using the table above, it can then be determined that the following options are enabled: Lift Control, GSM SMS,
Card Only Users, ACCEPT software, Interlocking, Airconditioning, 128k Memory, GSM FE3000 and
Programmable Site Code. (Note: Accept Comms Task disabled in V6 or later firmware)

3) Using the “Options Micro Type” table below, it can also be determined that Options Micro Chip Type 8 is fitted.

This means that the Control Module is configured as a Model 4000 (128k) with the options listed above enabled.

CURRENT PIC MICRO CHIP OPTIONS TYPES.

PIC Type POpts Character string and Description.
V1.14 to V3.14 (Current) V1.09 (Earlier Version)
64001000  [3000 32k 64000000 |3000 32k
F7011000 4000 128k 64010000 |3000 128k
F7021800 [4000 512k 64020000 |3000 512k
F7021000 in V1.14 ( No Prog Site Code)
4 FF021800 |4000 512k HLI F7010000 [4000 128k
FF021000 in V1.14 - 1.16 ( No Prog Site Code)
F7011200 4000 128k Inovonics 96 Zones F7020000 4000 512k
F7021C00 |4000 512k Inovonics 208 Zones FF020000 [4000 512k HLI
F7021400 in V1.14 - 1.16 ( No Prog Site Code)
64001800 3000 32k Prog Site Code (No longer available) F7010100 4000 128k GEO
F7011800 4000 128k Programmable Site Code
F7021800 4000 512k Prog Site Code (Use PIC 3 V1.15 or later)
13 76013800 4000 128k IP Door Controller
14 76023800 4000 512k IP Door Controller
18 F7015800 4000 128k Pacom RTU Comms Task
19 F7025800 4000 512k Pacom RTU Comms Task
20 F7029800 4000 512k 10k EOL for Control Modules
21 F7021801 4000 512k Advanced Automation 256 Zones
24 F7019000 4000 128k 10k EOL for Control Modules
25 F7041000 4000 Expanded Users Memory Configurations
26 F7011002 4000 Concept 4000 LX 128k Upgrade
27 F7081000 4000 Concept 4000 NZ Access
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EARLIER VERSION OPTIONS MICRO CHIPTYPES

The table below shows the range of Options Micro chips available up to Options Micro V1.09.

IMPORTANT NOTE: Thistableisfor reference only.

Options Micro chips of V1.09 or earlier can no longer be purchased.

* Factory fitted option for Model 3000. 32k (256kBit) Memory.
A Factory fitted option for Model Access 4000. 128k (1M Bit) Memory.
(Up to V4 Control Module Firmware)

OPTIONS MICRO TYPE AND DESCRIPTION. (Options Micro up to V1.09)

* | 2 | 3 a» | 5 6 7
FEATURE Standard 3000 Standard 4000 A4000 | A4000
HLI512 | GEO128
32k 128k 512k 128k 512k 512k 128k
(256kBit) | (AMBit) | (4MBit) | (IMBit) | (4MBit) | (4MBit) | (1MBit)

0 Aircon. Control YES YES YES YES
1 Door Interlocking YES YES YES YES
2 ACCEPT YES YES YES YES YES YES YES
3 High Level Lift IF YES
4 "Card only" Users YES YES YES YES
5 GSM SMS YES YES YES YES YES YES YES
6 Spare YES YES YES YES YES YES YES
7 Lift Access Control YES YES YES YES
8 128k (1MBit) RAM YES YES YES
9 512k (4MBit) RAM YES YES YES
10 Spare
11 Spare
12 Spare
13 Spare
14 Spare
15 Spare
16 GEOQUIP YES
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Typel Control Module Board. Version 3to Version 4

Thetable below provides details of the differences between the two modelsin Version 3 firmware or later, and the upgrade
options available.

V3 FEATURE Standard 3000 3000 Option Standard Access 4000| Access 4000 Option
Lift Control No No Yes

High Level Lift I'face No No No Yes (Special Firmware)
Door Interlocking No No Yes

Card Only Users No No Yes

AirConditioning No No Yes

Spare

32k (256kBit) M emory Yes

128k (1M Bit) M emory No Yes Yes

512k (4M Bit) M emory No Yes No Yes

Accept Swarel'face No Yes No Yes

TypeOor Typel Control Module Board. Version 2

The differences between the 3000 and Access 4000 Versions of the product in Version 2 firmware are detailed in the table
below for reference purposes.

V2 FEATURE Standard 3000 3000 Option Standard Access 4000| Access 4000 Option
Lift Control Yes Yes

Door Interlocking No No Yes

Card Only Users No No Yes

AirConditioning No No Yes

e oo | g o e

32k (256kBit) M emory Yes

128k (1M Bit) M emory No Yes Yes

512k (4M Bit) M emory No Yes No Yes

Accept Sware |'face No No Yes

Copyright exists on this manual. Unauthorised copying of this document is prohibited.



