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1. Identifying the Parts 

 

1. GSM LED (Red) (CSP-IPGPRS only) 

1. ON: Connecting to GSM Network (When CSP-MODULE is Powered Up) / Reporting 

2. Flash : GSM Normal 

2. Fault LED (Amber)  

3. ON: Fault 

4. OFF: Normal 

3. PSTN Panel LED (Blue) 

5. ON: PSTN Panel is on hook 

6. OFF: PSTN Pane is off hook 

4. Power LED (Green) 

7. ON: CSP-MODULE is powered on 

8. OFF: CSP-MODULE is powered off 

5. SIM Card Base (CSP-IPGPRS only) 

6. Phone Jack (RJ-11): Connects to the Phone Jack marked “Line” on the PSTN Control Panel 

7. DC Jack: DC 12V 1A switching power connection (Cannot be used with DC Input Terminal at the same 
time) 

8. DC Input Connection Terminal: DC 12V 1A Power input (Cannot be used with DC Jack at the same 
time) 

9. Input Connection Terminal 1 – Left to right Gnd, In (Gnd) 

10. Input Connection Terminal 2  – Left to right Gnd, In (Gnd) 

11. Output Connection Terminal 3 (DC 12V) – Left to right Gnd +12V Out 

12. Internet Connection (RJ-45) 
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2.2. The Power Supply 

AC switching power is required to connect to a wall outlet. Be sure only to use an adapter with the 
appropriate AC voltage rating to prevent component damage. A DC 12V 1A switching power is generally 
used to power the converter.  

  

Finder Software - http://www.csproducts.co.nz/Technical/Finder_v1.6.zip 

3.1 Running the Finder software 

Step 1. Click on the Finder icon will be displayed on your desktop.  

 

Step 2. Click on Search, It will start searching for recognized IP address within the Local Network 
Service. 

Step 3. You will be able to locate the current CSP-module IP address among the list, displayed with 
MAC Address and Firmware version. 

 

Step 4. Once CSP-MODULE information is identified, click on Open Web Page, or double click on the 
CSP-MODULE info to open the IP Security System Web page.  

 



 2

5. System Configuration 

5.1. Panel     Login “admin”    Password “admin1234” 

The Panel page allows you to program panel setting for reporting. 

 

Step 1. Click on Panel to enter the Panel Setting page. 

  Auto Check-in 

This is for you to set the interval time the Converter waits before making a regular check-in report 

 Interval: Set the interval waiting time by entering the delay time in seconds in the blank field. 

 Offset Period: This is to set the time delay before the first “Auto Check-in Report” report to be 
made. Enter the delay time in seconds in the blank field. 

 CID Code 

 Auto Check-in Event Code: Enter the CID event code to be reported when Converter makes an 
Auto Check-in report. 

 CID Group: Enter a group code which will be included in the panel’s CID Auto Check-in report to 
identify the converter’s group. 

 CID Zone: Enter a zone code which will be included in the panel’s CID Auto Check-in report to 
identify the converter’s zone. 
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 Input 1/2 

The Input function corresponds to the Input Connection Terminal on the CSP-module board. When 
a wired device is attached to the Input Terminal, you can set the Input Connection to be triggered 
according to the following setting. 

 Disable/Normal Open/Normal Close:  
Disabled – The Input function is not activated. 
Normal Open – The Input Connection will be triggered when the device forming the open loop is 
closed. 
Normal Close – The Input Connection will be triggered when the device forming the close loop is 
opened. 
 

 CID Event Code: Enter the CID event code you want CSP-module to report when the Input 
Connection is triggered. This field cannot be left blank if you want to be able to send report when 
Input Terminal 1/2 is activated. 

 Zone: Enter the Zone number for the Input Connection to be recognized in a report. This field 
cannot be left blank if you want to be able to send report when Input Ternimal 1/2 is activated. 

 Output 

The output function corresponds to the Output Connection Terminal on the CSP-module board. 
When a wired device is attached to the Output Terminal, you can control the wired device according 
to Output Settings. 

 Initialized Status: This is the status of the output terminal when the converter is powered up. 

 Triggered Status: This is the status of the output terminal will change to when it is triggered by 
the event code set below. 

 Pulse Width: This is the duration the Output Terminal will remain in Triggered Status. After the 
time expires, the Output Terminal will switch back to Initialized Status. If set to Latch, the Output 
Terminal will remain under Triggered Status unless a Restored CID Event Code programmed 
below is reported. 

 Triggering CID Event: Set a CID event code which will trigger the Output Terminal to change 
from Initialized Status to Triggered Status when reported. This event code must be entered in 
4-digit CID event code format. Up to 4 event codes can be entered, separated by “&” mark. For 
example: “1110&1130” 

 Restored CID Event: This function is only used when Pulse Width is set to Latch. Set a CID 
event code which will trigger the Output Terminal to change back from Triggered Stats to 
Initialized Statu after the Output Terminal is activatd by Triggering Event Code and latched. This 
event code must be entered in 4-digit CID event code format. Up to 4 event codes can be 
entered, separated by “&” mark. For example: “3110&3130” 

Step 2. After completing the setting above, click “Set” to confirm the change, or click “Reset” to undo 
the change. 

 Time Setting 

This is for you to set Control Panel time. 

 Time Zone: Set your time zone. 

 Date and Time: Set your current date and time from year to minute. 

Step 3. After changing the Time setting, click “Adjust Time” to confirm the change. 

 Reset 
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Clicking “Reset” will reset CSP-module. 

 Factory Reset 

Clicking “Factory Reset” will return all CSP-module setting to factory default value. You can tick the 
“Keep Network Setting” box before Factory reset to keep your network setting unchanged. 

5.2. GSM/GPRS  

The GSM/GPRS page display your current GSM module status allows you to program GPRS setting 
configuration for reporting. (This page is disabled for CSP-IP) 

 

Step 1. Click on GSM/GPRS to enter the GSM/GPRS setting page. 

 GSM Status / IMEI / IMSI 

Your GSM module status will be displayed here. 

 GPRS 

In order use GPRS for reporting, this section need to be programmed before reporting.  

 APN (Access Point) Name 
It is the name of an access point for GPRS. Please inquire your service provider for an APN. 
When APN is set, the system becomes valid for internet connection. 

  User Name 

If required, enter the user name used for GPRS APN. Please inquire your service provider for 
information. 

 Password 

If required, enter the password used for GPRS APN. Please inquire your service provider for 
information. 

 SMS Keyword and Access Code 

The SMS Keyword and Access Code are used to receive SMS remote commands. (Please refer to 5.7. 
SMS Remote Command for detail.) 

Step 2. After finishing all setting, click on “Submit” to confirm the change, or click “Reset” to undo the 
change. 

 Reset GSM Use this function to reset your GSM module if required. 
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5.3. Network  

The Network page allows you to program network configuration for reporting.  

Default IP address is 192.168.254.100 

 

 

Step 1. Click on Network to enter the Network Setting page. 

 DHCP 

 On: If DHCP is set to On, the Network will obtain the IP address automatically with a valid 
Network DHCP Server. Therefore, you won’t need to do any settings. You can only set DHCP to 
On if your Network environment supports DHCP. It will automatically generate all information. 

 Off: If DHCP is set to Off, you neet to enter the Network information manually for IP Address, 
Subnet mask, Default gateway, Default DNS. Please make sure that you have obtained all 
required values according to your Network environment. Please contact your local service 
provider for more information. 

 SNTP: SNTP setting is for you to enter an internet time server to synchronize and update Control 
Panel time automatically according to set interval times. The factory default is set to pool.ntp.org. 

Step 2. After changing the Network setting, click “Submit” to confirm the change, or click “Reset” to 
undo the change. 
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5.4. Report  

The Report page allows you to set your report destinations. 

 

Step 1. Click on Report to enter the Report Setting page. 

Step 2. Select ARC Connection Setting.  

5.4.1. ARC Connection Setting 
The ARC Connection Setting determines how CSP-module processes the data received from your 

PSTN panel and send the report. 

 Direct Handshake Authentication with ARC: (Factory Default) 

 Store and Forward: . 

 

5.4.2. The substitute account for control panel: Enter the account number in the blank field. 
Available input ranges from 0~9 and B~F 

5.4.3. Report Setting: . 
 Report Format:  

 ARS Software Receiver 

 IP reporting in CID format to the ARCSoftware: Reporting destination format: 
ip://Account@Server IP:Port/CID For Example: ip://6543@59.124.123.22:8765/CID 

 GPRS reporting in CID format to the ARC Software: (Only for CSP-IPGPRS): Reporting 
destination format: gprs://Account@Server IP:Port/CID  
For Example: gprs://6543@59.124.123.22:8765/CID 
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 To any CSV Receiver 

 IP reporting in CSV format to any CSV receiver: Reporting destination format: 
ip://Account@Server IP:Port/CSV For Example: ip://6543@59.124.123.22:8765/CSV 

 GPRS reporting in CSV format to any CSV reveiver: (Only for CSP-IPGPRS) Reporting 
destination format: gprs://Account@Server IP:Port/CSV  
For Example: gprs://6543@59.124.123.22:8765/CSV 

 Group: Select a group number for the report destination.  

Multiple Group setting is only applicable when Connection Setting is set to Store and Forward.  

For Direct Handshake Authentication with ARC, use only Group 1. 

Reporting sequence goes from Group 1  Group 2  Group 3  Group 4  Group 5. Destinations 

assigned to Group 1 will be reported to first, those assigned to Group 2 will be reported to next, and 

the like.  

<<NNOOTTEE>>  

 Each group can have more than one reporting destination. If one group has multiple destinations, 
and reporting to one of them is successful, CSP-MODULE will consider reporting to this group 
successful and move on to the next group without trying rest of the reporting destinations. For 
example, if Group 1 has 3 reporting destinations, when reporting to the first destination is successful, 
CSP-MODULE will move on to Group 2 without trying rest of the 2 reporting destinations in Group 1. 

 The reporting will go through a group’s reporting destinations according to the numerical sequence 
to which the phone numbers are assigned. For example, when phone numbers 4 and 8 are assigned 
to Group 2, the reporting will dial phone number 4 first and then 8. 

 If reporting to all destination in a group fails, CSP-MODULE will retry reporting to the group for a 
maximum of 3 times before moving on to the next group. 

 One complete round of report means going from Group 1  Group 2  Group 3  Group 4  ….. 
and going through all the reporting groups. If one complete round of report has been completed and 
no reporting destination could be reached successfully, CSP-MODULE will retry the report until one 
destination has been reached successfully, then stop reporting.  

 


