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Circuit Board Layout

EC-10 LITE Layout

VOIP line out (@) B
To ALARM O Factory default
pins

P K O Ethernet Link LED
From ATA o Ethernet Port | RJ45

DTMF Tonewait

and detected LED
Main Power O
12 Volt DC (@]

EC-10 LITE Ethernet Converter

The EC-10 LITE converts PSTN Contact ID signals in CSV Format to TCP or UDP and transmits this data over the
internet (or private network) to TCP/IP or UDP receiver software at a central monitoring station.

The EC-10 LITE can differentiate between a DTMF alarm panel call to a monitoring station phone number and a regular VoIP
call.

The EC-10 LITE’s factory IP address is 192.168.1.28

EC-10 LITE Initial Setup

Connect the EC-10 LITE to your ONT, hub/switch or ADSL router or with a crossover cable directly to a computer.

The network or computer connecting to the EC-10 LITE must be in the IP address range of 192.168.1. XXX

'To enable external remote access to the EC-10 LITE, the customer’s router must be “port forwarded”.
The forwarded port of the router must match the web server port of the EC-10 LITE to allow external remote
access to the EC-10 LITE. Refer to the customer’s IT specialist if necessary.




EC-10 LITE Initial Connection

¢ Favorites | () Connecting...

9 Internet Explorer cannot display the webpage

What you can try:
Diagnose Connection Problems

@ More information

Connect to 192.168.1.28

=3
A

The server 192,168.1.28 at Meridian 64 requires a username
and password.

Warning: This server is requesting that your username and
password be sent in an insecure manner (basic authentication
without a secure connection).

User name: € micron v ‘
Password: [
[¥]Remember my password
Carcel

Waiting For http://192.168.1.28/cm.htm. . (T} ] @ Internet ¥ v ®esn v

Enter the EC-10 LITE’s IP address (eg: http://192.168.1.28) or a valid DNS address in any compatible browser (Internet
Explorer, Google Chrome, Firefox or Safari) on any computer or smart phone with internet connection capability. Enter a

Username and Password in the security login screen of the EC-10 LITE, if this is different than the factory default (username:
micron, password: micron).

You may need to refer to your IT specialist or the IP monitoring station to obtain the correct TCP/IP parameters to
complete these fields.

Click on OK and the Ethernet connection will be established with the EC-10 LITE.


http://192.168.1.28/cm.htm

CID Tab

Click on the CID Events tab to see the account number and poll signal details.

/2 ci - Windows Internet Explorer @@@
@— v & 192.168.1.28 o[ 4| | x| & [lo]-
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CID Events
Panel Account Number [W
EC2 Account Number [W
Gateway 1 Gateway 2
Reset 305 [1] [2]
Panel Messages [1— I_Z-
Communication Failed 354 ,T 'T
Remote 412 IT IT
Periodic Test(1) 602 [1] [2] Test Period 00000600
Periodic Test(2) 603 [o] [2] Test Period 00000600 |
DTMF Parameters
DTMF Delay 1 [To0200 |
DTMF Delay 2 ["01000 ]
Phone Number [W
Username micron
Password ,W
Done € Internet ‘3 v ®110% -
CID Events
Panel Account Number If the account number is set to 0000000, the EC-10 will transmit the PSTN panel’s account

number for panel events. If an EC-10 periodic test is required (see page 6) enter an account
number other than 0000000.

If the account number for the EC-10 is set the same as the account number for the PSTN
panel, the EC-10 will use this account number to transmit panel events and EC-10
periodic tests.

Alphanumeric account numbers can also be used, up to 8 digits.

EC-10 LITE Account Number Internal events, such as a reset or periodic tests, will transmit with this account number.

Priority Explained:

Gateway 1 Gateway 2

| Reset [ 308 [ 1] [0

I Panel Messages |1_ IT

| Communication Failed | | 354 [ [ o]

| Remote | 42 [1] o]

| Periodic Test(1) | [602 | [1 [0  TestPeriod

| Periodic Test(2) | le3 | [1] |o Test Period [ 00000060

For each event enter the CID event code to transmit to a monitoring station.

The EC-10 can be connected to two internet routers simultaneously. To establish the CID event reporting priority, enter 1 or 2
in the Gateway 1 and Gateway 2 columns. A 1 establishes first priority, 2 a secondary priority. If zero (0) is entered there
will be no transmission of this event via this pathway.



For example, if an event has 1 entered in the Gateway 1 column and 2 in the Gateway 2 column, then this event will be
communicated via the Gateway 1 internet router. If the Gateway 1 communication fails the alternate Gateway 2 internet
router pathway will be attempted.

If an event has 1 entered in the Gateway 1 column and 1 in the Gateway 2 column then this event will be communicated via
both pathways simultaneously.

If an event has 1, 2 entered, in any order then this event will be communicated via pathways in this order of priority until a
successful acknowledgement has been received from the central monitoring station. If a successful acknowledgement is
received from the first pathway (1) then no further communications are attempted.

Reset Sent to the central station each time the EC-10 is powered on.
This event transmits the main firmware version of the panel as Area 01with the Zone
denoting the main firmware version eg 7.

Event 305 (Reset Event)

Area Zone
01 7 (firmware version)
Panel Messages PSTN panel message priority.
Communication Failed Sent to the central station when a communication fail event has occurred.

This event transmits the communication failures of the panel as an Area and a Zone,
defined as follows:

Event 354 (Communication Failed)

Area Zone

01 16 Ethernet Cable

01 01 Gateway 1 IP Destination 1/IP Destination 2 Failed
02 02 Gateway 2 IP Destination 3/IP Destination 4 Failed

Remote Sent to the central station when EC-10 LITE is accessed for programming or operational
control.
Periodic Test 1 Sent to the central station when a periodic system test occurs for the selected path(s) at the

programmed time

Periodic Test 2 Sent to the central station when a periodic system test occurs for the selected path(s) at the
programmed time

Test (Poll) Period 1 and 2 EC-10 LITE will send a communication test to a monitoring station after this defined period.
Enter the EC-10 LITE test signal period in seconds.

We recommend a poll not less than 10 seconds to allow a remote connection back into the
EC-10 LITE if required.



DTMF Parameters

Wait for Dialling No Change Required. Factory default
After Dialling Blank No Change Required. Factory default
Phone Number Enter one of the 2 operating Mode:

Capture Mode
In this mode the VolP line must be connected to the VVolP adapter input.

When the PSTN panel transmits, the EC-10 will automatically detect the PSTN panel’s
central station receiver number and replace the “Capture” label with this PSTN number if the
central station acknowledges the transmission. EC-10 will then transmit the alarm signal to
the central station via TCP/UDP.

Alternatively the alarm panel or medical alarm receiver phone number can be entered
manually.

VOIP lineout
To ALARM

3 VOIP linein
From ATA

00 ool

No Capture
In this Mode the “VoIP line out To Alarm” connects to the PSTN panel ‘line in’.

Any phone call from a connected alarm panel or medical alarm will be treated as a monitoring
station receiver number.

VOIP lineout
€ To ALARM

00 00

VOIP linein

From ATA
Installer User Name Installer’s login name for connecting to the EC-10 LITE, ho commas or spaces allowed
Installer Password Installer’s password for connecting to the EC-10 LITE, no commas or spaces allowed

Click Save to register any changes that have been made



Network Tab

Click on the Network tab to setup the TCP/IP parameters.

Gre

/2 ne - Windows Internet Explorer FEX
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Network
MAC Addcess [00 [o1 [02 [03 [0 [35
IP Address [752 [ 168 [ 001 | 028 Local Post [010%8
Subaet [255 [ 255 [ 2% [ 000
DN Servar ['o0s [ oos [oos [ o008 |
Gateway(1) [192 [ 168 [ 001 [ 001
IP Destination 1 [182 [ 168 [001 [ 011 DNS Address 1 [
Destination Port1 [ 00012
IPDestination2 [ 192 [ 168 | 001 | 011  DNSAddress2 [
Destination Port2 [ 00013
Cateway(2) [792 [ 168 [001 [ 001
IP Destination 3 [192 [ 168 [001 [ 011 ~ DNSAddress3 [
Destination Port 3 [ 00014
IPDestinationd [ 152 [ 168 [ 001 | 011 DNSAddress4 [
Destination Port4 [ 00015
00080
['00060 | Max Resets 005 within ["00001 |
00060 Max Ressts 005  within 00001
002
DHCP o
Auto-Increment a
Battery Saving a
CID CheckSum o
Encryption a
UDP a
IP1 First
CSV— o
Browse
Done @ Internet fa - R7we -
Mac Address The MAC address is the unique identifier assigned to the EC-10. (Enter hexadecimal data).
No action required (change only when a network MAC address conflict occurs)
IP Address The network administrator must assign a fixed IP address. This is the logical IP address of the
EC-10 in the local network. If DHCP is ticked this section is disabled.
Local Port No action required
Gateway 1 Only available when DHCP is not ticked. The network administrator must assign a gateway
address if DHCP is not ticked. A gateway is a network point that acts as an entry to the
internet, usually the local router address.
Gateway 2 Only available when DHCP is not ticked. The network administrator must assign a gateway
address if DHCP is not ticked. A secondary gateway is a network point that acts as
a secondary entry to the internet, usually an alternate local router address.
If Gateway 2 is established in your network then this will be used in the event that
communications on Gateway 1 fail.
Subnet Only appears when DHCP is not ticked. The network administrator must assign a subnet
mask address if DHCP is not ticked.
DNS Server This address is obtained from the customer’s IT specialist or the IP monitoring station. **

IP Destination 1
or DNS Address 1

Destination Port IP1

A DNS server is a server that stores the DNS records.

IP address of the central station receiver or DNS address**

The Internet Protocol (IP) address is a numerical label that is assigned to devices participating
in a network utilizing the Internet Protocol for communication between its nodes.

Domain Name System (DNS) serves as the phone book for the Internet by translating computer
host names into IP addresses. For example, www.centralstation.com translates to 203.114.129.9

Port identifier of the central station receiver application**
A number assigned to EC-10 sessions and central station receiver applications in an IP network.

** This data is supplied by the central monitoring station.
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IP Destination 2
or DNS Address 2

Destination Port 1P2

Remote Port

Gateway 1 Sync
Max Resets....Within
Gateway 2 Sync

Max Resets....Within
TimeOut

DHCP

Auto-Increment

Battery Saving

CID Checksum

Encryption
UDP

IP1 First

Tx ldentification
Reboot
Backup

Restore

IP address of a 2™ central station receiver or DNS address **

Port identifier of the 2nd central station receiver application**

Web server port. This must match the forwarding port of the router to allow remote access to
the EC-10 LITE.

Not Applicable
Not Applicable
Not Applicable
Not Applicable

Maximum TCP/IP propagation delay before attempting the next IP address

If the network router is set to DHCP then this must be ticked. The IP address will be
automatically allocated by the router. If the network router is not set to DHCP then a
unigque IP address must be entered for the EC-10 LITE. **

DHCP is a protocol used to dynamically distribute the IP address to the EC-10 LITE.

Default is ticked. The local port identifier is incremented with each transmission.
If not ticked then the Local Port count is not incremented.

Battery saving is not available on the EC-10 LITE. Please do not select this setting.

Contact ID Checksum will be transmitted in the CSV format to the central station with each
transmission if ticked. Default is ticked.

If ticked the EC-10 LITE sends encrypted data to the monitoring station.
If UDP is ticked, the system will transmit UDP over Internet Protocol instead of TCP/IP.

If IP1 First is ticked, the system will transmit the signal to destination IP1. If the transmission
is successful, IP1 will be used for subsequent transmissions. If the IP1 transmission fails, IP2
will be used to send the transmission. Subsequent transmissions will revert back to IP1.
Should this transmission fail again, the router will be reset and IP1 retried.

If IP1 First is not ticked, the system will transmit the signal to destination IP1. If the
transmission is successful, IP1 will be used for all subsequent transmissions. If the IP1
transmission fails, IP2 will be used to send the transmission. Subsequent transmissions will
continue on IP2 until a failed transmission occurs. Transmission will then revert to IP1 and
remain on IP1. If transmission attempts to both IP1 and IP2 fail, the router will be reset and
the system will return to the last communication cycle.

If IP1 First Is ticked J If IP1 First is not ticked O

7 I 1 ]

- - -

w2

Message identification for the central station**
Reset the system.
Backup the latest changes on the EC-10 LITE in XML format to your computer storage.

Restore a previously backed up XML file to the EC-10 LITE.
First click on the browse button to locate the saved XML file then click on Restore.

** This data is supplied by the central monitoring station.

Now click on the Save button to save this data.



EC-10 LITE Receiver Self Test Software

This software displays EC-10 LITE communications on a local or remote personal computer when the EC-10 LITE has been
connected and setup on your network. Ensure that the computer running the Receiver Software is set to the IP address
(192.168.1.7) that has been set as the destination address in the EC-10 LITE. The receiver is listening on Port 12 by default.

Start the Receiver V6-00-00.exe software in the Receiver VV6-00-00.zip file and the following screen will appear.

Trigger zones to view communications

TCP{IP Receiver - Micron Security Products Ltd - Yersion 6.

192.168.1.7 Port 12 —_—I —I .___.I _J
Account I
COM not Selected =
oot | 0000 I | Identification | | IP Source I
& TCP " upbpP I~ Mute [ TX_IDT,yo_from_micron || 192.168.1.28 |
TN ST — oot sl

aooa ALARM 305 Area: 01 Zone: 007 ChK : MU, 1098 192.168.1.28
0000 ALARM 602 Area: 01 Zone: 00O ChEK : MU, 1098  192.168.1.28
{1} 4:46:19 p.m, 0000 ALARM 603 Area: 01 Zone: 000 ChK : MU, 1098 192.168.1.28

Firrnware Update Deactivated

RS232 Every message is forwarded in Ademco 685 format when selected.

Log File A receiver log file is saved as a text file to the computer hard drive for future reference.
Files are saved in this date and time format: 2011317120 Receiver History.log

Download Firmware Upgrade

Firmware upgrades can be downloaded to the EC-10 LITE using this receiver software.

Download the Firmware Upgrade Guide from micron’s secure website.
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Explanation of .txt files

File and Folder Tasks S

@) Rename this file

Gy Move this file

B} Copy this fle

€ Publish this file to the Web
j E-mail this file

% Delete this file

Other Places R

o TerP

&) My Documents
[ Shared Documents
§ My Computer

&3 My Network Places

Details S

Receiver.txt

TXT File

Date Modified: Yesterday, 24
May , 2010, 3:01PM

Receiver.txt

Sounds.txt

s ? ] ¥ /‘715ea'd' }

File Edit View Favorites Tools Help

Name
& alarm.wav
£ area arm.wav
& endoff.wav
& fre.wav
g full arm.wav
& medical.wav
; police.wav
53 Projet1.exe
[3 Receiver V492.exe
@ Receiver V492.frm
Receiver V492.vbp
L] 492.vbw

%] Sounds. txt
& test.wav

Folders v \il‘j Folder Sync

Size  Type
6KB VLC media file (.wav)
8KB VLC media file (.wav)
10KB VLC media file (.wav)
227KB  VLC media file (.wav)
62KB VLC media file (.wav)
22KB VLC media file (.wav)
103KB VLC media file (.wav)
24KB  Application
48KB Application
25KB FRMFile
1KB VBP File
1KB VBW File
0KB TXTFile
10KB TXT File
15KB VLC media file (.wav)

Events will be saved in this file by the receiver software for each session.
Events can be saved and labelled manually for future reference.
Each Contact ID event sound can be changed in this text file. Save the .wav file in the same

folder as the receiver software (for example panic.wav) and align it with the corresponding
Contact ID code to trigger the sound. When an event is triggered the appropriate sound is

Date Modified
8/09/2008 5:54 PM
25/11/2009 12:59 PM
4/08/2004 11:00 PM
25/11/2009 1:19PM
25/11/2009 1:02PM
25/11/2009 1:12PM
25/11/2009 1:18 PM
15/01/2010 12:21PM
18/01/2010 2:50 PM
18/01/2010 2:50 PM
18/01/2010 2:50 PM
26/01/2010 2:06 PM
24/05/2010 3:01PM
4/12/2009 2:41PM
1/09/2007 1:59 AM

WEEE

W

played by the computer attached to the EC-10 LITE.
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EC-10 LITE Connections

Capture Mode
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(@)

(b)

(@)

(b)

(©)
(d)

WARRANTY

Subject to clause 2 below, micron warrants this product against defects in materials and workmanship for a period of
24 months from the date of delivery to the purchaser as follows:

Micron will repair or replace free of charge any goods or part thereof found to be defective by reason of faulty material
or workmanship.

The purchaser must give micron notice of the alleged defect within 14 days of it becoming apparent and must return the
defective goods or part thereof to micron.

This warranty does not apply or extend to:

Any product altered or repaired by any person other than micron so as in Micron’s sole judgement to adversely affect
the product.

Damage, malfunction or failure arising from accident, misuse or misapplication, neglect, modifications, use of
unauthorised replacement parts or accessories, exceeding the specific ratings, improper voltage or connection of any
wire to any part of the circuit board other than the terminal block.

Any product where the rating label or serial number is removed or altered.

Any consequential or indirect loss.

Notice of Liability

While every effort has been made to ensure the accuracy of this document, neither Micron Security Products Ltd nor any of its
official representatives shall have any liability to any person or entity with respect to any liability, loss or damage caused or
alleged to be caused directly or indirectly by the information contained in this manual.

Should any error or inconsistency be found, please notify us.

Micron Security Products Ltd reserves the right to make changes to features and specifications at any time, without
notification, in the interest of ongoing product development and improvement.

Designed and manufactured by

micron

secwuri products

Micron Security Products Ltd
30-32 Crummer Road
PO Box 78-006 Grey Lynn
Auckland Mew Zealand
Phone: 64 9 378 6098
Facsimile: 64 9 378 6454
Email: info@micronsecurity.com
WWwwW.micronsecurity.com
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