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Fratech Multipath-IP STU 
 

Installation Guide: GPRS 
 
 
This is an Installation guide for installing and connecting a Multi-path IP STU (referred to as a 
STU in this document) to the Multipath-IP network via a GPRS (General Packet Radio Service) 
connection. 
 

Prior to installation  Page  

PRE-STEP 1 Send the plan activation form to the Central Monitoring Station at least 
24 hours prior to the installation. 
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On Site Installation 

STEP 1 Connect the Antenna, Plug Pack, Battery, Communications to Alarm 
Panel, PSTN Line and Install SIM card 
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STEP 2 Change the Phone number on the Alarm Panel to a single digit 
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STEP 3 Power up the STU and check for connection to the GSM network 
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STEP 4 Contact the monitoring station and enrol the STU 
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Note 
The pre-installation steps should be completed before visiting the client site. 
After installation, standard site commissioning tests should be completed. 
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Detailed Instructions: Pre-Install 
 

Submit the Plan Activation Form  

1. Ensure the Plan Activation Form (included in the box) has been submitted to the 
central monitoring centre AT LEAST 24 HOURS PRIOR to the installation. 

Detailed Instructions: On Site 
Connect the Antenna to the STU 

1. Connect the antenna to the GSM modem. 
2. Ensure the antenna is “finger tight” only. DO NOT 

OVERTIGHTEN. 
3. DO NOT cut, or otherwise modify the cable 
4. Ensure the cable is free of any kinks or sharp 

bends. 
 
 

Connect the Plug Pack and Battery Leads 

1. Attach the Spade socket to the green earth lead of the plug pack. 
2. Attach the 2 way terminal block to the red and blue leads of the plug pack 
3. Connect terminal block and spade socket now attached to the plug pack, to the 

connectors marked AC and Earth on the STU 
4. Attach the two way terminal block to the red and black battery leads 
5. Connect the terminal block with the battery leads to connectors on the STU marker 

+BAT, -BAT· 
• DO NOT CONNECT THE PLUG PACK TO MAINS POWER YET. 
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Connect the Panel and PSTN Line 

1. Connect the RJ11 connector of the phone cable to the RJ11 socket of the STU labelled 
"Panel" 

2. Connect the 604 socket of the phone cable to the alarm panel 

(Steps 3 and 4 are recommended but not essential) 

3. Connect the RJ11 connector of the phone cable labelled to the RJ11 socket of the STU 
labelled "PSTN" 

4. Connect the 601 plug of the phone cable to the PSTN network 
 

It is highly recommended that a PSTN (Phone line) is connected to Multipath-IP installations as 
the PSTN line provides an additional backup path for alarm communications and allows remote 
dialling in of the panel for programming changes. 

 
 

Change the Phone Number in the Alarm Panel to a Single Digit 

(This step is recommended but not essential) 

1. Change the programming in the alarm panel so that the telephone number (of the 
monitoring station) is a single digit. Any single digit is OK, for example change 
‘0398091836’ to ‘1’. 

It is highly recommended that a single digit be programmed into the alarm panel as this speeds 
up the communications between the alarm panel and the STU. 
 

Power up the STU and check for connection to the GSM Network 

1. Plug the plug pack to the 240VAC to the power source.  

2. Attach the battery clips to the terminals of a 12V 7AH backup battery. (The battery is not 
supplied with the Multipath-IP STU) 

3. Check for connection to the GSM network. The "Mobile OK" 
LED will initially flash fast. When the STU has successfully 
connected to the GSM network, then the "Mobile OK" LED 
will illuminate for approximately 5 seconds and then flash 
slow. (This 5 second illumination and flash sequence, will 
repeat every 10 seconds) 

After 1 minute, if the "Mobile OK" LED does not enter the 5 
second illumination cycle, then relocate the antenna to a 
position with greater GSM signal strength & ensure SIM is 
inserted correctly 

4. Check for adequate GSM signal strength. Once the "Mobile 
OK" LED has entered the 5 second illumination cycle, then 
the number of flashes represents the GSM signal strength. 
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• 1 or 2 flashes represents low or unacceptable GSM signal strength 

• 3 flashes represents adequate GSM signal strength 

• 4 or 5 flashes represents good GSM signal strength 
 
Note 
If the "Mobile OK" LED shows low GSM signal strength (i.e. 1 or 2 flashes), then relocate the 
antenna to a position with greater GSM signal strength. 
 
 
Note 
The signal level on a mobile phone can also be used to check the signal strength at different 
positions around a site. When relocating the GSM antenna, please allow 30 seconds for the new 
signal strength to be displayed. 
 
 
 

Contact the Monitoring Station and Enrol the Multipath-IP STU 

1. Contact the monitoring station and request that the STU be enrolled (The monitoring 
station should already have the mobile phone number of the STU. This is required for 
enrolment. This number is on the plan activation form.) 

2. Receive confirmation from the monitoring centre that the STU has been successfully 
enrolled.  

3. Whilst enrolling, the mobile in use LED should flash, and when communication is 
established the mobile in use LED should be on. 
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