ADEMCO CONTACT ID PROGRAMMING

The alarm panel has ta be programmed correctly in order for it to send Contact ID
Alarms

Please do the fallowing :

The alarm panel must not have telephone line monitoring (TLM) programmed in.
: _ : : s Some alarm panels refer to this as ‘Enable Blind Dialling’

The TXC Enterpns.e pre-programmed and loaded with a Radlonet.Momtorlng. The alarm panel must be programmed for tone (DTMF) diailing

SIM card on our private APN. No need to program or locate landline connections. The communicator format must be set to Ademco Contact ID or Contact ID

The alarm panel must have a telephone number programmed into it.

Serial Interface

To work the TXC enterprise in serial mode with any Paradox SP, MG or Esprit is simple:
1. Program alarm panel for contact id

2. Program zones and account number

3. Plug T plug into the TXC and P plug into the serial of the Paradox

4

GSMENGINE . Done

RELAY CONNECTIONS

THE ILLUSTRATION BELOW IS AN EXAMPLE 13 BASED ON COMMON SOURCE OF 12V CONNECTED TO
NORMALLY OPEM CONTACT. THE RELAYS ARE BOTH WVOLTAGE FREE UP TO A MAXIMUNM OF 24V/5A.

THE DEFAULT ON RELAY 115 :
MOMENTARY FOR 1 SECOND AND M&Y BE TRIGGERED USING A MISSED CALL FUNCTION OR AN SMS

(FLEASE NOTE FOR A MISSED CALL FUNCTION , THE SIM CARD'S VOICE MAIL FACILITY MUST BE DISABLED)
CONTACT YOUR SERVICE PROVIDER FOR MORE DETAILS..

THE DEFALLT OM RELAY 215 :
MOMENTARY FOR 1 SECOND AND MAY BE TRIGGERED USING OMLY AN SMS.
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The inputs can be triggered by applying any +Pos 12v source onto them. 4’4,“-“’5 @ &

Each input can be individually programmed to any of the contact ID event li-

CommunicATion



